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HCAK55HE!, W85THB, S5 4x%

BARBEFENRATS FEIFBAERIEMEERS
HCAKS55H High Reliability, Ultra Low ESR,

Polymer Electrolytic Tantalum Capacitors (THB Series)

o MIEEER R, BHEE. AN, AR EER. ARIE

o HMBEMRIRE. ARMS. LERERT

e SHENTREVEMR. BIRESREGHREKENE). SMEERFRT. WASIKER

o SEFHE

o RMLMRT,

o BRT GITR. FW. M. Bk, BY. BMFUEAETELE KROBEFRERE WEERSAKENEBE;

o BTGNS M@ RAFKA, FRERSREMEEM L, BEEESESE TKAE(85°C. 85%RH, 1000h)f=F1TIFAI8ES].
o HITHRAE:GIB2283-95, QJ/PWV502-2012

o i WSS mAY, BEIT GRS ETIER" W85 "FH

Features and Applications

e Resin molded package, excellent sealing, chip-type, compact size, lightweight, polarized;

e Superior and stable electrical performance, high reliability, excellent storage stability;

e Conductive polymer electrolyte, ultra-low ESR (Equivalent Series Resistance), High frequency capacitance retention, high ripple current;

e High breakdown voltage;

e 100% accelerated steady state aging;

e 100% surge current tested;

e Suitable for high reliability circuit in aircraft, vehicles, ships, radar, electronics, communications, and other military fields;

e THB requirement available on request; Utilizing new technology, improve long-term storage time and operation under high
tempPerature and humidity (85°C, 85% RH, 1000 hours)

e Compliance military standards: GJB2283-95, QJ/PW/502-2012;

e Up screened options includes surge current testing of 10 cycles at +25°C and 10 cycles at -55°C/+85°C

@ How to order

HCAK55H \ 476 M 010 R 0050 T
! ) I ! i ! ! !
Type Case Size  Capacitance code Tolerance Rated DC Voltage Package ESR in mQ) THB Series
HCAK55H  See size table  pF Code: 1st two digits K:+/-10% Code 035: 35VDC R: Tape and Reel ~ Code 0050: 50mQ  T: THB Series
represent significant figures M: +/-20% 006 = 6.3VDC 0050 = 50mQ
3rd digit represents mulitplier 010 = 10VDC 0100 = 100mQ
(number of zeros to follow) 025 = 25VDC 1000 = 1000 MQ
106 = 10uF 035 = 35VDC

476 = 47uF 050 = 50VDC
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o FREETERE . -55~125°C; FERRIT RN BIES3.1;
o HEHE. BAHBE. HFRERE: IFK2;

e HAEAFRE: K. £10%; M. +20%;

e ZRERFER. EEMFEALY). FBER2HE;

o L EREEHIAESR ( 25°C. 100KHz ) ; FBIFR2ME;
o fRiE “*” i%%ﬂaﬂﬁi}\ﬂi‘ﬁESR, KiRE 7 BIESRIES
o BIRTES, VIEEEITEFEE;

o SIMNERSTRAINER S ME1MZR.

Key Technical Specifications

e Operating temperature range: -55~125°C; Derating design refers to Application Guide 3.1;

e Rated voltage, derated voltage, nominal capacitance: See Table 2;

e Capacitance tolerance: K grade: £10%; M grade: £20%.

1
Figure 1

e Room temperature DC leakage current, room temperature dissipation factor: Not exceeding Table 2 specifications;

e Equivalent Series Resistance ESR (25°C, 100kHz): Not exceeding Table 2 specifications;

e Dimensions and case codes: See Figure 1 and Table 1.

4 Marking on Chip Tantalum Capacitor Body

Rated Capacitance 476 =4TuF

Internal Code

L Rated Voltage Code
o 1476
|
XX XXX nternal Code
Anode + M Anode +
Internal Code Rated Capacitance Code 107 = 100uF

Body marking and capacitor colors may vary per batch and per order.

F1 BARAYMERST (mm)

Table 1 Product Dimensions (mm)

57|\ —
Case

3.2+0.3 1.6+0.3
B 3.5+0.3 2.8+0.3
C 6.0+0.3 3.2+0.3
H 7.3+0.3 4.3+0.3
D 7.3+0.3 4.3+0.3
E 7.3+0.3 4.3+0.3
F 7.3+0.3 6.1+0.3
Vv 7.3+0.3 6.1+0.3
W 7.3+0.3 6.1+0.3
X 7.3+0.3 6.0+0.3
Z 7.3+0.3 6.0+0.3
G 8.5+0.3 7.5+0.3
S 11.0+£0.3 9.0+0.3
T 11.0+£0.3 12.5+0.3
Y 8.0+0.3 12.0+0.3

1.6+0.3
1.9+0.3
25+0.3
2.1+£0.3
2.8+0.3
41+0.3
25+0.3
3.6+0.3
4.1+0.3
6.0+0.3
8.0+0.3
45+0.3
45+0.3
55+0.3
8.0+0.3

0.8+0.2
0.8+0.2
1.3+£0.2
1.7+0.2
1.5x£0.2
1.56+£0.2
1.35+0.2
1.56+0.2

(@]
N

NN N T

H H+ + + K

O O O O

1.2+0.2
2.2+0.2
22+0.2
2.4+£0.2
2.4+0.2
2.4+0.2
3.0+0.2
3.0+0.2
3.0+£0.2
40+0.2
4.0+0.2
45+0.2
10.5+0.4
10.5+0.4
8.0+0.4
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRER I BUR I Rmax (p A) BAETHEE(%) HFE A IE TImax (%)
NE B jimax
C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %
(A)

( 7 F) Ripple Current
Nominal ’IOnSI?I('IZ
Capaéi:ance Case (A) + 1 250C

BEBE (Uy) 16V / RatedVoltage (U, ) 16V
0.500 0.28 5.0 40.0 50.0 -10~+10 —10~+30 -10~+50 10 12 15
0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15

A
B
1.5 A 0.500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
1.5 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 —-10~+50 10 12 15
2.2 A 0.500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 —-10~+50 10 12 15
2.2 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
8.8 A 0.500 0.28 5.3 42.2 52.8 -10~+10 -10~+30 -10~+50 10 12 15
3.3 B 0.300 0.54 5.3 42.2 52.8 -10~+10 -10~+30 -10~+50 10 12 15
4.7 A 0.500 0.28 7.5 60.2 75.2 -10~+10 -10~+30 -10~+50 10 12 15
4.7 B 0.300 0.54 7.5 60.2 75.2 -10~+10 -10~+30 -10~+50 10 12 15
4.7 C 0.100 1.07 7.5 60.2 75.2 -10~+10 -10~+30 -10~+50 10 12 15
6.8 A 0.500 0.28 10.9 87.0 108.8 -10~+10 -10~+30 -10~+50 10 12 15
6.8 B 0.300 0.54 10.9 87.0 108.8 -10~+10 -10~+30 -10~+50 10 12 15
6.8 C 0.100 1.07 10.9 87.0 108.8 -10~+10 -10~+30 -10~+50 10 12 15
10 A 0.500 0.28 16.0 128.0 160.0 -10~+10 -10~+30 -10~+50 10 12 15
10 B 0.300 0.54 16.0 128.0 160.0 -10~+10 -10~+30 -10~+50 10 12 15
10 C 0.100 1.07 16.0 128.0 160.0 -10~+10 -10~+30 -10~+50 10 12 15
15 B 0.300 0.54 24.0 192.0 240.0 -10~+10 -10~+30 -10~+50 10 12 15
15 C 0.100 1.07 24.0 192.0 240.0 -10~+10 -10~+30 —-10~+50 10 12 15
15 D 0.060 1.62 24.0 192.0 240.0 -10~+10 -10~+30 -10~+50 10 12 15
18 C 0.100 1.07 28.8 230.4 288.0 -10~+10 -10~+30 -10~+50 10 12 15
18 D 0.060 1.62 28.8 230.4 288.0 -10~+10 -10~+30 -10~+50 10 12 15
18 E 0.060 1.69 28.8 230.4 288.0 -10~+10 -10~+30 -10~+50 10 12 15
22 B 0.300 0.54 35.2 281.6 3520 -10~+10 -10~+30 -10~+50 10 12 15
22 C 0.150 0.87 35.2 281.6 3520 -10~+10 -10~+30 -10~+50 10 12 15
22 D 0.060 1.62 35.2 281.6 352.0 -10~+10 -10~+30 -10~+50 10 12 15
22 E 0.060 1.69 35.2 281.6 352.0 -10~+10 -10~+30 -10~+50 10 12 15
33 B 0.300 0.54 52.8 4224 528.0 -10~+10 -10~+30 -10~+50 10 12 15
&3 C 0.150 1.07 52.8 4224 528.0 -10~+10 -10~+30 -10~+50 10 12 15
33 D 0.060 1.62 52.8 4224 528.0 -10~+10 -10~+30 -10~+50 10 12 15
33 E 0.060 1.69 52.8 4224 528.0 -10~+10 -10~+30 -10~+50 10 12 15
47 C 0.150 1.07 75.2 601.6 752.0 -10~+10 -10~+30 -10~+50 10 12 15
47 D 0.060 1.62 75.2 601.6 752.0 -10~+10 -10~+30 -10~+50 10 12 15
47 E 0.060 1.69 75.2 6016 7520 -10~+10 -10~+30 -10~+50 10 12 15
68 C 0.100 1.07 108.8 870.4 1088.0 -10~+10 -10~+30 -10~+50 10 12 15
68 D 0.060 1.62 108.8 870.4 1088.0 -10~+10 -10~+30 -10~+50 10 12 15
68 E 0.060 1.69 108.8 870.4 1088.0 -10~+10 -10~+30 -10~+50 10 12 15
75 C 0.100 1.07 120.0 960.0 1200.0 -10~+10 -10~+30 -10~+50 10 12 15
75 D 0.080 1.4 120.0 960.0 1200.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRER
gg
o
(LF)

ZRBUK JBEEmax (u A) IRFE A IE PImax (%)
EE mmax
100KHz

(A)

Capacitance Variation Range %

+125°C +85°C +125°C
+25°C

Leakage Current max (p A) Dissipation Factor max %

Ripple Current
Nominal 1(;\(’1)21(_‘2

BMEBRE (Uy) 16V / RatedVoltage (U;) 16V

75 E 0.080 1.47 120.0 960.0 1200.0 -10~+10 —-10~+30 -10~+50 10 12 15
85 C 0.100 1.07 136.0 1088.0 1360.0 -10~+10 -10~+30 -10~+50 10 12 15
85 D 0.080 1.40 136.0 1088.0 1360.0 -10~+10 -10~+30 -10~+50 10 12 15
85 E 0.080 1.47 136.0 1088.0 1360.0 -10~+10 -10~+30 -10~+50 10 12 15
100 C 0.100 1.07 160.0 1280.0 1600.0 -10~+10 -10~+30 -10~+50 10 12 15
100 D 0.080 1.40 160.0 1280.0 1600.0 -10~+10 -10~+30 -10~+50 10 12 15
100 E 0.080 1.47 160.0 1280.0 1600.0 -10~+10 -10~+30 -10~+50 10 12 15
100 Vv 0.080 1.62 160.0 1280.0 1600.0 -10~+10 -10~+30 -10~+50 10 12 15
100 S 0.080 2.32 160.0 1280.0 1600.0 -10~+10 -10~+30 -10~+50 10 12 15
150 D 0.080 1.40 240.0 1920.0 2400.0 -10~+10 -10~+30 -10~+50 10 12 15
150 E 0.080 1.47 240.0 1920.0 2400.0 -10~+10 -10~+30 -10~+50 10 12 15
150 Y 0.060 1.87 240.0 1920.0 2400.0 -10~+10 -10~+30 -10~+50 10 12 15
150 W 0.060 1.89 240.0 1920.0 2400.0 -10~+10 -10~+30 -10~+50 10 12 15
220 D 0.080 1.40 352.0 2816.0 3520.0 -10~+10 -10~+30 -10~+50 10 12 15
220 E 0.080 1.47 352.0 2816.0 3520.0 -10~+10 -10~+30 -10~+50 10 12 15
220 \ 0.060 1.87 352.0 2816.0 3520.0 -10~+10 -10~+30 -10~+50 10 12 15
220 W 0.060 1.89 352.0 2816.0 3520.0 -10~+10 -10~+30 -10~+50 10 12 15
330 E 0.080 1.47 528.0 4224.0 5280.0 -10~+10 -10~+30 -10~+50 10 12 15
330 E 0.025 2.62 528.0 4224.0 5280.0 -10~+10 -10~+30 -10~+50 10 12 15
330 Vv 0.080 1.62 528.0 4224.0 5280.0 -10~+10 -10~+30 -10~+50 10 12 15
330 W 0.080 1.63 528.0 4224.0 5280.0 -10~+10 -10~+30 -10~+50 10 12 15
470 Vv 0.080 1.62 752.0 6016.0 7520.0 -10~+10 -10~+30 -10~+50 10 12 15
470 W 0.060 1.89 752.0 6016.0 7520.0 -10~+10 -10~+30 -10~+50 10 12 15
470 X 0.080 1.98 752.0 6016.0 7520.0 -10~+10 -10~+30 -10~+50 10 12 15
470 T 0.060 2.67 752.0 6016.0 7520.0 -10~+10 -10~+30 -10~+50 10 12 15
680 W 0.080 1.63 1088.0 8704.0 10880.0 -10~+10 -10~+30 -10~+50 10 12 15
680 X 0.080 1.98 1088.0 8704.0 10880.0 -10~+10 -10~+30 -10~+50 10 12 15
680 T 0.040 3.28 1088.0 8704.0 10880.0 -10~+10 -10~+30 -10~+50 10 12 15
1000 T 0.080 2.31 1600.0 12800.0 16000.0 -10~+10 -10~+30 —-10~+50 10 12 15
1500 T 0.080 2.31 2400.0 19200.0 24000.0 -10~+10 -10~+30 -10~+50 13 15 18
2200 T 0.080 2.31 3520.0 28160.0 35200.0 -10~+10 -10~+30 -10~+50 13 15 18
FMEBRE (U,) 20V / Rated Voltage (Ug) 20V

1 A 0.500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15

1 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
1.5 A 0.500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 13 15 18
1.5 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 13 15 18
2.2 A 0.500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 13 15 18
2.2 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 13 15 18
8.3 A 0.500 0.28 6.6 52.8 66.0 -10~+10 -10~+30 -10~+50 10 12 15
3.3 B 0.300 0.54 6.6 52.8 66.0 -10~+10 -10~+30 -10~+50 10 12 15
8.3 C 0.100 1.07 6.6 52.8 66.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRER I BUR I Rmax (p A) BAETHEE(%) HFE A IE TImax (%)
NE B jimax
C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %
(A)

( 7 F) Ripple Current
& 10n8'a<)'(-‘z ..... ..
capsetancel e (o +25°C | +85C [+125C | -55°C | +85C | +125C +85°C [+125°C

KEBE (U, ) 20V / Rated Voltage ( Uy ) 20V

4.7 B 0.300 0.54 9.4 75.2 94.0 -10~+10 -10~+30 -10~+50 10 12 15
4.7 C 0.100 1.07 9.4 75.2 94.0 -10~+10 -10~+30 -10~+50 10 12 15
4.7 D 0.075 1.45 9.4 75.2 94.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 B 0.300 0.54 13.6 108.8 136.0 -10~+10 -10~+30 —10~+50 10 12 15
6.8 C 0.100 1.07 13.6 108.8 136.0 -10~+10 —-10~+30 —10~+50 10 12 15
6.8 D 0.075 1.45 13.6 108.8 136.0 -10~+10 -10~+30 -10~+50 10 12 15
10 B 0.300 0.54 20.0 160.0 200.0 -10~+10 -10~+30 -10~+50 10 12 15
10 C 0.150 0.87 20.0 160.0 200.0 -10~+10 -10~+30 -10~+50 10 12 15
10 D 0.075 1.45 20.0 160.0 200.0 -10~+10 -10~+30 -10~+50 10 12 15
15 C 0.150 0.87 30.0 240.0 300.0 -10~+10 -10~+30 -10~+50 10 12 15
15 D 0.060 1.62 30.0 240.0 300.0 -10~+10 -10~+30 -10~+50 10 12 15
18 C 0.100 1.07 36.0 288.0 360.0 -10~+10 -10~+30 -10~+50 10 12 15
18 D 0.060 1.62 36.0 288.0 360.0 -10~+10 -10~+30 -10~+50 10 12 15
18 E 0.080 1.47 36.0 288.0 360.0 -10~+10 -10~+30 -10~+50 10 12 15
22 C 0.100 1.07 44.0 352.0 440.0 -10~+10 —-10~+30 -10~+50 10 12 15
22 D 0.060 1.62 44.0 352.0 440.0 -10~+10 —=10~+30 -10~+50 10 12 15
22 E 0.080 1.47 44.0 352.0 440.0 -10~+10 -10~+30 -10~+50 10 12 15
33 C 0.100 1.07 66.0 528.0 660.0 -10~+10 —=10~+30 -10~+50 10 12 15
33 D 0.060 1.62 66.0 528.0 660.0 -10~+10 -10~+30 —-10~+50 10 12 15
33 E 0.080 1.47 66.0 528.0 660.0 -10~+10 —=10~+30 -10~+50 10 12 15
47 C 0.100 1.07 94.0 752.0 940.0 -10~+10 -10~+30 -10~+50 10 12 15
47 D 0.080 1.40 94.0 752.0 940.0 -10~+10 -10~+30 -10~+50 10 12 15
47 E 0.080 1.47 94.0 752.0 940.0 -10~+10 -10~+30 -10~+50 10 12 15
68 D 0.080 1.40 136.0 1088.0 1360.0 —-10~+10 —10~+30 -10~+50 10 12 15
68 E 0.080 1.47 136.0 1088.0 1360.0 —-10~+10 —10~+30 -10~+50 10 12 15
68 \Y 0.080 1.62 136.0 1088.0 1360.0 -10~+10 -10~+30 -10~+50 10 12 15
75 D 0.080 1.40 150.0 1200.0 1500.0 -10~+10 -=10~+30 -10~+50 10 12 15
75 E 0.080 1.47 150.0 1200.0 1500.0 -10~+10 -10~+30 -10~+50 10 12 15
75 \ 0.080 1.62 150.0 1200.0 1500.0 -10~+10 -10~+30 -10~+50 10 12 15
85 D 0.080 1.40 170.0 1360.0 1700.0 -10~+10 —=10~+30 -10~+50 10 12 15
85 E 0.080 1.47 170.0 1360.0 1700.0 —10~+10 —10~+30 -10~+50 10 12 15
85 \Y 0.080 1.62 170.0 1360.0 1700.0 -10~+10 —-10~+30-10~+50 10 12 15
100 D 0.080 1.41 200.0 1600.0 2000.0 -10~+10 —=10~+30 -10~+50 10 12 15
100 E 0.080 1.47 200.0 1600.0 2000.0 -10~+10 —=10~+30 —10~+50 10 12 15
100 \Y 0.080 1.62 200.0 1600.0 2000.0 -10~+10 —=10~+30 —10~+50 10 12 15
100 W 0.080 1.63 200.0 1600.0 2000.0 -10~+10 —=10~+30 —-10~+50 10 12 15
150 E 0.080 1.47 300.0 2400.0 3000.0 -10~+10 —=10~+30 —10~+50 10 12 15
150 \Y 0.080 1.62 300.0 2400.0 3000.0 -10~+10 —=10~+30 —10~+50 10 12 15
150 W 0.080 1.63 300.0 2400.0 3000.0 -10~+10 —-10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRE %/EZLEZ R Rmax (u A) BAELEWTEE(%) RFE M IE PImax (%)
Jtmax

B8
CR 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %
(A)

(RF) Ripple Current
CapsiEnce| - se (o +25°C | +85C |+125C | -55°C | +85C | +125C +85°C +125°C
HEBE (Uy) 20V Rated Voltage (Ug) 20V
220 E 0.080 1.47 440.0 3520.0 4400.0 -10~+10 -10~+30 -10~+50 10 12 15
220 V 0.080 1.62 440.0 3520.0 4400.0 -10~+10 -10~+30 -10~+50 10 12 15
220 W 0.080 1.63 440.0 3520.0 4400.0 -10~+10 -10~+30 -10~+50 10 12 15
220 X 0.080 1.97 440.0 3520.0 4400.0 -10~+10 —10~+30 -10~+50 10 12 15
330 V 0.080 1.62 660.0 5280.0 6600.0 -10~+10 —10~+30 -10~+50 10 12 15
330 W 0.060 1.89 660.0 5280.0 6600.0 -10~+10 —=10~+30 -10~+50 10 12 15
330 X 0.080 1.97 660.0 5280.0 6600.0 -10~+10 -10~+30 -10~+50 10 12 15
470 X 0.080 1.97 940.0 7520.0 9400.0 -10~+10 -10~+30 -10~+50 10 12 15
470 T 0.040 3.28 940.0 7520.0 9400.0 -10~+10 -10~+30 -10~+50 10 12 15
680 T 0.080 2.31 1360.0 10880.0 13600.0 =10~+10 -10~+30 -10~+50 10 12 15
1000 T 0.080 2.31 2000.0 16000.0 20000.0 —=10~+10 -10~+30 -10~+50 10 12 15
1000 T 0.040 3.28 2000.0 16000.0 20000.0 =10~+10 -10~+30 -10~+50 10 12 15
HEHBE (U,) 25V / RatedVoltage (U, ) 25V
0.68 A 0.500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.68 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
1 A 0.500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
1 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
1 C 0.150 0.87 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
1.5 B 0.300 0.54 5.0 40.0 50.0 -10~+10 -10~4+30 -10~+50 10 12 15
1.5 C 0.150 0.87 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
2.2 B 0.300 0.54 5.8 44.0 55.0 -10~+10 -10~+30 -10~+50 10 12 15
2.2 C 0.150 0.87 55 44.0 55.0 -10~+10 -10~+30 -10~+50 10 12 15
2.2 D 0.120 1.15 .6 44.0 55.0 -10~+10 -10~+30 -10~+50 10 12 15
3.3 B 0.300 0.54 8.3 66.0 82.5 -10~+10 -10~+30 -10~+50 10 12 15
8.8 C 0.150 0.87 8.3 66.0 82.5 -10~+10 -10~+30 -10~+50 10 12 15
3.3 D 0.100 1.26 8.3 66.0 82.5 -10~+10 -10~+30 -10~+50 10 12 15
4.7 B 0.300 0.54 11.8 94.0 117.5 -10~+10 -10~+30 -10~+50 10 12 15
4.7 C 0.150 0.87 11.8 94.0 117.5 -10~+10 -10~+30 -10~+50 10 12 15
4.7 D 0.075 1.45 11.8 94.0 117.5 -10~+10 -10~+30 -10~+50 10 12 15
4.7 E 0.120 1.21 11.8 94.0 117.5 -10~+10 -10~+30 -10~+50 10 12 15
6.8 B 0.300 0.54 17.0 136.0 170.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 C 0.150 0.87 17.0 136.0 170.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 D 0.075 1.45 17.0 136.0 170.0 -10~+10 -10~+30 —-10~+50 10 12 15
6.8 E 0.120 1.21 17.0 136.0 170.0 -10~+10 -10~+30 -10~+50 10 12 15
10 B 0.300 0.54 25.0 200.0 250.0 -10~+10 -10~+30 -10~+50 10 12 15
10 C 0.150 0.87 25.0 200.0 250.0 -10~+10 -10~+30 -10~+50 10 12 15
10 D 0.075 1.45 25.0 200.0 250.0 -10~+10 -10~+30 -10~+50 10 12 15
10 E 0.075 1.52 25.0 200.0 250.0 -10~+10 -10~+30 -10~+50 10 12 15
15 C 0.100 1.07 37.5 300.0 375.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRER I BUR I Rmax (p A) BAETHEE(%) HFE A IE TImax (%)
NE B jimax
CR 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %
(A)

( 7 F) Ripple Current
Nominal ’IOnSI?I('IZ
Capaéi:ance Case (A) + 1 250C

BEBE (Uy) 25V / RatedVoltage (Ug) 25V

11 D 0.060 1.62 7.8 300.0 375.0 -10~+10 -10~+30 -10~+50 10 12 15
15 E 0.075 1.52 37.5 300.0 375.0 -10~+10 -10~+30 -10~+50 10 12 15
18 C 0.100 1.07 45.0 360.0 450.0 -10~+10 —-10~+30 -10~+50 10 12 15
18 D 0.060 1.62 45.0 360.0 450.0 -10~+10 —-10~+30 -10~+50 10 12 15
18 E 0.060 1.69 45.0 360.0 450.0 -10~+10 -10~+30 -10~+50 10 12 15
22 C 0.100 1.07 55.0 440.0 550.0 -10~+10 -10~+30 -10~+50 10 12 15
22 D 0.080 1.40 55.0 440.0 550.0 -10~+10 -10~+30 -10~+50 10 12 15
22 E 0.060 1.69 55.0 440.0 550.0 -10~+10 -10~+30 -10~+50 10 12 15
B3 D 0.080 1.40 82.5 660.0 825.0 -10~+10 -10~+30 -10~+50 10 12 15
33 E 0.080 1.47 82.5 660.0 825.0 -10~+10 -10~+30 -10~+50 10 12 15
33 \Y% 0.090 1.53 82.5 660.0 825.0 -10~+10 -10~+30 -10~+50 10 12 15
47 D 0.080 1.40 117.5 940.0 1175.0 -10~+10 -10~+30 -10~+50 10 12 15
47 E 0.080 1.47 117.5 940.0 1175.0 -10~+10 -10~+30 -10~+50 10 12 15
47 \ 0.080 1.62 117.5 940.0 1175.0 -10~+10 -10~+30 -10~+50 10 12 15
68 D 0.080 1.40 170.0 1360.0 1700.0 -10~+10 -10~+30 -10~+50 10 12 15
68 E 0.080 1.47 170.0 1360.0 1700.0 -10~+10 -10~+30 -10~+50 10 12 15
68 \Y% 0.080 1.62 170.0 1360.0 1700.0 -10~+10 -10~+30 -10~+50 10 12 15
68 W 0.080 1.63 170.0 1360.0 1700.0 -10~+10 -10~+30 -10~+50 10 12 15
75 E 0.080 1.47 187.5 1500.0 1875.0 -10~+10 -10~+30 -10~+50 10 12 15
75 Vv 0.080 1.62 187.5 1500.0 1875.0 -10~+10 -10~+30 —-10~+50 10 12 15
75 W 0.080 1.63 187.5 1500.0 1875.0 -10~+10 -10~+30 -10~+50 10 12 15
85 E 0.080 1.47 212.5 1700.0 2125.0 -10~+10 -10~+30 -10~+50 10 12 15
85 \Y% 0.080 1.62 212.5 1700.0 2125.0 -10~+10 -10~+30 -10~+50 10 12 15
85 W 0.080 1.63 212.5 1700.0 2125.0 -10~+10 -10~+30 -10~+50 10 12 15
100 D 0.080 1.40 250.0 2000.0 2500.0 -10~+10 -10~+30 -10~+50 10 12 15
100 E 0.080 1.47 250.0 2000.0 2500.0 -10~+10 -10~+30 -10~+50 10 12 15
100 \Y 0.080 1.62 250.0 2000.0 2500.0 -10~+10 -10~+30 -10~+50 10 12 15
100 W 0.080 1.63 250.0 2000.0 2500.0 -10~+10 -10~+30 -10~+50 10 12 15
100 T 0.080 2.31 250.0 2000.0 2500.0 -10~+10 -10~+30 -10~+50 10 12 15
150 \Y% 0.080 1.62 375.0 3000.0 3750.0 -10~+10 -10~+30 -10~+50 10 12 15
150 W 0.080 1.63 375.0 3000.0 3750.0 -10~+10 -10~+30 -10~+50 10 12 15
150 T 0.060 2.67 375.0 3000.0 3750.0 -10~+10 -10~+30 -10~+50 10 12 15
220 \Y% 0.060 1.87 550.0 4400.0 5500.0 -10~+10 -10~+30 -10~+50 10 12 15
220 W 0.080 1.63 550.0 4400.0 5500.0 -10~+10 -10~+30 -10~+50 10 12 15
220 X 0.080 1.97 550.0 4400.0 5500.0 -10~+10 -10~+30 -10~+50 10 12 15
220 T 0.060 2.67 550.0 4400.0 5500.0 -10~+10 -10~+30 -10~+50 10 12 15
330 W 0.080 1.63 825.0 6600.0 8250.0 -10~+10 -10~+30 -10~+50 10 12 15
330 X 0.080 1.97 825.0 6600.0 8250.0 -10~+10 -10~+30 -10~+50 10 12 15
330 T 0.060 2.67 825.0 6600.0 8250.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRER T BUR TRERmax (u A) BAETHSEE(%) HFE A IE UImax (%)
NE B jimax
CR 1 O?}f)HZ Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %

( B F) Ripple Current
Nominal 1(;\(’1)21(_‘2
Capaéi:ance (A) + 1 250C

BEHLE (U,) 25V /  RatedVoltage ( U, ) 25V
470 X 0.080 1.97 1175.0 9400.0 11750.0 -10~+10 -10~+30 —-10~+50 10 12 15

470 T 0.080 231 1175.0 9400.0 11750.0 —10~+10 —=10~+30 —=10~+50 10 12 15
680 T  0.080 2.31 1700.0 13600.0 17000.0 —10~+10 —10~+30 —10~+50 10 12 15
BEBE (Uy) 35V /  RatedVoltage (U, ) 35V

01 A 0600 0.26 5.0 40.0 50.0 -10~+10 -10~+30 —-10~+50 10 12 15
01 B 0600 0.40 5.0 40.0  50.0 -10~+10 -10~+30 —-10~+50 10 12 15
015 A 0600 0.26 5.0 40.0 50.0 -10~+10 -10~+30 —-10~+50 10 12 15
0.15 B  0.600  0.40 5.0 40.0  50.0 -10~+10 —10~+30 —10~+50 10 12 15
022 A 0600 0.26 5.0 40.0 50.0 -10~+10 —10~+30 —10~+50 10 12 15
0.22 B 0.600 0.40 5.0 40.0  50.0 —10~+10 —=10~+30 —10~+50 10 12 15
033 A 0600 0.26 5.0 40.0 50.0 -10~+10 —10~+30 —10~+50 10 12 15
033 B 0.600  0.40 5.0 40.0  50.0 -10~+10 —10~+30 —-10~+50 10 12 15
047 A 0500 0.28 5.0 40.0 50.0 -10~+10 -10~+30 —-10~+50 10 12 15
047 B 0350 0.50 5.0 40.0  50.0 -10~+10 -10~+30 —-10~+50 10 12 15
068 A 0500 0.28 5.0 40.0  50.0 -10~+10 —10~+30 —10~+50 10 12 15
068 B 0.350  0.50 5.0 40.0  50.0 -10~+10 —10~+30 —10~+50 10 12 15
068 C 0200 0.75 5.0 40.0 50.0 -10~+10 —10~+30 —10~+50 10 12 15
1 A 0500 0.28 5.0 40.0  50.0 -10~+10 —=10~+30 —10~+50 10 12 15
1 B 0350 050 5.0 40.0 50.0 -10~+10 -10~+30 —10~+50 10 12 15
1 C 0200 0.75 5.0 40.0  50.0 -10~+10 -10~+30 -10~+50 10 12 15
15 B 0.350  0.50 5.3 420 525 -10~+10 —-10~+30 —-10~+50 10 12 15
15 C 0.200 0.75 5.3 42.0 525 -10~+10 —10~+30 —10~+50 10 12 15
22 B 0350 0.50 7.7 61.6  77.0 -10~+10 —-10~+30 —10~+50 10 12 15
22 C 0200 075 7.7 616  77.0 —10~+10 —10~+30 —10~+50 10 12 15
22 D 0120 1.15 7.7 616  77.0 -10~+10 —10~+30 —10~+50 10 12 15
33 B 0350 050 11.6 924 1155 —10~+10 —=10~+30 —-10~+50 10 12 15
33 C 0200 0.75 116 924 1155 -10~+10 —-10~+30 —-10~+50 10 12 15
33 D 0100 1.26 116 924 1155 -10~+10 -10~+30 -10~+50 10 12 15
47 B 0350  0.50 16.5 131.6 164.5 —10~+10 —=10~+30 -10~+50 10 12 15
47 C 0200 0.75 16.5 131.6 164.5 —10~+10 =10~+30 -10~+50 10 12 15
47 D 0120 1.15 16.5 131.6 164.5 —10~+10 —10~+30 —10~+50 10 12 15
47 E 0120  1.20 16.5 131.6 164.5 —10~+10 —10~+30 —10~+50 10 12 15
6.8 C 0200 0.75 23.8 190.4 238.0 -10~+10 —10~+30 -10~+50 10 12 15
6.8 D 0075 1.44 23.8 190.4 238.0 -10~+10 —10~+30 -10~+50 10 12 15
6.8 E 0120 1.20 23.8 190.4 238.0 -10~+10 —10~+30 -10~+50 10 12 15
10 C 0.200 0.75 35.0 280.0 350.0 -10~+10 —10~+30 —-10~+50 10 12 15
10 D 0.090 1.32 35,0 280.0 350.0 —-10~+10 —10~+30 -10~+50 10 12 15
10 E  0.075  1.51 35.0 280.0 350.0 —10~+10 —10~+30 —10~+50 10 12 15
10 V0120 133 350 280.0 350.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRER I BUR I Rmax (p A) BAETHEE(%) HFE A IE TImax (%)
NE B jimax
C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %
- (A)

( 7 F) Ripple Current
& 10n8'a<)'(-‘z ..... ..
capsetancel e (o +25°C | +85C [+125C | -55°C | +85C | +125C +85°C [+125°C

HEBE (Uy) 35V / RatedVoltage (Ug) 35V

15 D 0.090 1.32 525 420.0 525.0 -10~+10 —-10~+30 —10~+50 10 12 15
15 E 0.075 1.51 525 420.0 525.0 -10~+10 -10~+30 —-10~+50 10 12 15
15 Vv 0.100 1.46 525 420.0 525.0 -10~+10 -10~+30 -10~+50 10 12 15
18 D 0.075 1.44 63.0 504.0 630.0 -10~+10 —=10~+30 -10~+50 10 12 15
18 E 0.075 1.51 63.0 504.0 630.0 -10~+10 -10~+30 -10~+50 10 12 15
18 \ 0.100 1.46 63.0 504.0 630.0 -10~+10 —=10~+30 -10~+50 10 12 15
22 H 0.090 1.14 77.0 616.0 770.0 -10~+10 —=10~+30 —10~+50 10 12 15
22 D 0.090 1.32 77.0 616.0 770.0 -10~+10 —-10~+30 -10~+50 10 12 15
22 E 0.075 1.51 77.0 616.0 770.0 -10~+10 —-10~+30 -10~+50 10 12 15
22 \Y 0.070 1.74 77.0 616.0 770.0 -10~+10 -10~+30 -10~+50 10 12 15
22 W 0.120 1.34 77.0 616.0 770.0 -10~+10 —10~+30 -10~+50 10 12 15
33 D 0.090 1.32 1155 924.0 1155.0 -10~+10 -10~+30 -10~+50 10 12 15
33 E 0.090 1.38 1155 924.0 1155.0 -10~+10 -10~+30 -10~+50 10 12 15
33 E 0.075 1.51 1155 924.0 1155.0 -10~+10 -10~+30 -10~+50 10 12 15
33 \ 0.075 1.67 1155 9240 1155.0 -10~+10 -10~+30 -10~+50 10 12 15
33 W 0.080 1.64 1155 924.0 1155.0 -10~+10 -10~+30 -10~+50 10 12 15
47 D 0.090 1.32 164.5 1316.0 1645.0 -10~+10 -10~+30 -10~+50 10 12 15
47 E 0.090 1.38 164.5 1316.0 1645.0 -10~+10 -10~+30 -10~+50 10 12 15
47 \Y 0.090 1.53 164.5 1316.0 1645.0 -10~+10 -10~+30 -10~+50 10 12 15
47 W 0.090 1.54 164.5 1316.0 1645.0 -10~+10 -10~+30 -10~+50 10 12 15
68 E 0.090 1.38 238.0 1904.0 2380.0 -10~+10 —10~+30 —10~+50 10 12 15
68 \ 0.090 1.53 238.0 1904.0 2380.0 -10~+10 —=10~+30 —10~+50 10 12 15
68 W 0.090 1.54 238.0 1904.0 2380.0 -10~+10 —10~+30 —10~+50 10 12 15
68 X 0.090 1.86 238.0 1904.0 2380.0 -10~+10 -10~+30 -10~+50 10 12 15
68 T 0.100 2.07 238.0 1904.0 2380.0 -10~+10 -10~+30 -10~+50 10 12 15
75 W 0.090 1.54 262.5 2100.0 2625.0 =10~+10 —=10~+30 -10~+50 10 12 15
75 X 0.090 1.86 262.5 2100.0 2625.0 —10~+10 —=10~+30 -10~+50 10 12 15
85 W 0.090 1.54 297.5 2380.0 2975.0 —-10~+10 —=10~+30 -10~+50 10 12 15
85 X 0.090 1.86 297.5 2380.0 2975.0 -10~+10 —=10~+30 —10~+50 10 12 15
100 F 0.090 1.28 350.0 2800.0 3500.0 —=10~+10 —=10~+30 —10~+50 10 12 15
100 W 0.090 1.54 350.0 2800.0 3500.0 -10~+10 -10~+30 —-10~+50 10 12 15
100 X 0.090 1.86 350.0 2800.0 3500.0 -10~+10 —10~+30-10~+50 10 12 15
100 T 0.090 2.18 350.0 2800.0 3500.0 —10~+10 —=10~+30 —10~+50 10 12 15
150 W 0.090 1.54 525.0 4200.0 5250.0 -10~+10 —=10~+30 -10~+50 10 12 15
150 X 0.090 1.86 525.0 4200.0 5250.0 -10~+10 —=10~+30 —10~+50 10 12 15
150 T 0.090 2.18 525.0 4200.0 5250.0 —-10~+10 —=10~+30 —-10~+50 10 12 15
220 X 0.090 2.18 770.0 6160.0 7700.0 -10~+10 —-10~+30 -10~+50 10 12 15
220 T 0.090 2.18 770.0 6160.0 7700.0 -10~+10 —-10~+30 -10~+50 10 12 15
330 T 0.090 2.18  1155.0 9240.0 11550.0 -10~+10 —10~+30 —-10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRFRER T BUR TRERmax (u A) BAETHSEE(%) HFE A IE UImax (%)
NE B jimax
C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %
- (A)

( 7 F) Ripple Current
B 1(;\8;);‘2 ..... ..
CapsiEnce| - se (o +25°C | +85C |+125C | -55°C | +85C | +125C +85°C [+125°C

FE®BE (U,) 35V / RatedVoltage ( Uz ) 35V
470 T 0.090 2.18 1645.0 13160.0 16450.0 —=10~+10 —10~+30 —10~+50 10 12 15
HEHRE (U,) 40V / RatedVoltage (U, ) 40V

100 W 0100 146  400.0 4000.0 5000.0-10~+10 —10~+30 —-10~+50 10 12 15
BEHRRE (U, ) 50V / Rated Voltage (U, ) 50V

0.1 A 0600 0.26 5.0 40.0  50.0 -10~+10 —-10~+30 —10~+50 10 12 15
01 B 0600 0.40 5.0 40.0  50.0 -10~+10 -10~+30 —10~+50 10 12 15
01 C 0500 0.48 5.0 40.0 50.0 -10~+10 —10~+30 —10~+50 10 12 15
0.15 A  0.600 0.26 5.0 40.0  50.0 -10~+10 —10~+30 —10~+50 10 12 15
0.15 B  0.600  0.40 5.0 40.0  50.0 -10~+10 —10~+30 -10~+50 10 12 15
022 A 0600 0.26 5.0 40.0  50.0 -10~+10 —10~+30 -10~+50 10 12 15
0.22 B 0.600 0.40 5.0 40.0  50.0 -10~+10 —10~+30 —10~+50 10 12 15
033 A 0600 0.26 5.0 40.0  50.0 -10~+10 —-10~+30 —10~+50 10 12 15
0.33 B 0.600 0.40 5.0 40.0 50.0 -10~+10 -10~+30 —10~+50 10 12 15
047 B 0350 0.50 5.0 40.0  50.0 -10~+10 —10~+30 —10~+50 10 12 15
0.47 C 0200 0.75 5.0 40.0  50.0 -10~+10 —10~+30 -10~+50 10 12 15
0.68 B  0.350  0.50 5.0 40.0  50.0 -10~+10 —10~+30 -10~+50 10 12 15
068 C 0200 075 5.0 40.0  50.0 -10~+10 —10~+30 -10~+50 10 12 15

1 B 0350 0.50 5.0 40.0  50.0 -10~+10 —10~+30 -10~+50 10 12 15

1 C 0200 0.75 5.0 40.0 50.0 -10~+10 —10~+30 —10~+50 10 12 15

1 D 0.120 1.15 5.0 40.0  50.0 -10~+10 -10~+30 -10~+50 10 12 15
15 B 0350 0.50 7.5 60.0 75.0 -10~+10-10~+30 -10~+50 10 12 15
15 C 0.200 0.75 7.5 60.0  75.0 -10~+10 —10~+30 —10~+50 10 12 15
22 B 0350 050 11.0 880 110.0 -10~+10 —10~+30 —10~+50 10 12 15
22 C 0200 075 11.0 880 110.0 —10~+10 —10~+30 —10~+50 10 12 15
22 D 0120 115 11.0 880 110.0 -10~+10 —10~+30 —10~+50 10 12 15
22 E 0150 1.07 110 880 110.0 -10~+10 —10~+30 —-10~+50 10 12 15
33 C 0200 075 165 132.0 165.0 —10~+10 —10~+30 —10~+50 10 12 15
33 H 0100 1.09 165 132.0 165.0 —10~+10 —=10~+30 —10~+50 10 12 15
33 D 0100 125 165 132.0 165.0 —10~+10 —10~+30 —10~+50 10 12 15
33 E 0120 120 165 132.0 165.0 —-10~+10 —10~+30 —10~+50 10 12 15
47 C 0200 075 235 188.0 235.0 -10~+10 —10~+30 —10~+50 10 12 15
47 H 0100 1.09 235 188.0 2350 —10~+10 —10~+30 —10~+50 10 12 15
47 D 0100 125 235 188.0 235.0 -10~+10 —10~+30 —10~+50 10 12 15
47 E 0120 120 235 188.0 235.0 -10~+10 —10~+30-10~+50 10 12 15
68 C 0200 0.75 34.0 272.0 340.0 -10~+10 —10~+30 —10~+50 10 12 15
68 H 0100 1.09 34.0 272.0 340.0 -10~+10 =10~+30 —10~+50 10 12 15
68 D 0100 1.25 340 272.0 340.0 -10~+10 —10~+30 —10~+50 10 12 15
6.8 E 0120 1.20 340 272.0 340.0 -10~+10 —10~+30 —10~+50 10 12 15
10 D 0.100 125  50.0 400.0 500.0 -10~+10 —10~+30 —-10~+50 10 12 15
10 E  0.100  1.31 50.0  400.0 500.0 -10~+10 —=10~+30 —10~+50 10 12 15
10 V. 0120 1.32  50.0 400.0 500.0 -10~+10 —10~+30 —10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRAREE ZMBUK I Rmax (p A) BERETRUTEE(%) FE A IE YImax (%)
xE B jimax
CF( 1 O?AK)HZ Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %

( B F) Ripple Current
Nominal ’IOnai)l('lz
Capaéi:ance (A) + 1 25OC

BESBE (U,) 50V / RatedVoltage (U;) 50V

10 W 0.120 1.34 50.0 400.0 500.0 -10~+10 -10~+30 -10~+50 10 12 15
15 D 0.100 1.25 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
15 E 0.100 1.31 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
15 \ 0.100 1.45 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
18 W 0.120 1.34 90.0 720.0 900.0 -10~+10 -10~+30 -10~+50 10 12 15
18 D 0.100 1.25 90.0 720.0 900.0 -10~+10 =10~+30 -10~+50 10 12 15
18 E 0.100 1.31 90.0 720.0 900.0 -10~+10 -10~+30 —-10~+50 10 12 15
18 \ 0.080 1.62 90.0 720.0 900.0 -10~+10 -10~+30 -10~+50 10 12 15
22 D 0.100 1.25 110.0 880.0 1100.0 -10~+10 -10~+30 —10~+50 10 12 15
22 E 0.100 1.31 110.0 880.0 1100.0 -10~+10 -10~+30 -10~+50 10 12 15
22 Vv 0.100 1.45 110.0 880.0 1100.0 -10~+10 -10~+30 —-10~+50 10 12 15
22 W 0.100 1.46 110.0 880.0 1100.0 -10~+10-10~+30 —-10~+50 10 12 15
88 B 0.100 1.31 165.0 1320.0 1650.0 -10~+10 -10~+30 —10~+50 10 12 15
33 \ 0.100 1.45 165.0 1320.0 1650.0 -10~+10 -10~+30 -10~+50 10 12 15
33 W 0.100 1.46 165.0 1320.0 1650.0 -10~+10 -10~+30 —10~+50 10 12 15
47 E 0.100 1.31 235.0 1880.0 2350.0 -10~+10 -10~+430 -10~+50 10 12 15
47 Vv 0.100 1.45 235.0 1880.0 2350.0 -10~+10 -10~+30 -10~+50 10 12 15
47 W 0.100 1.46 235.0 1880.0 2350.0 -10~+10 -10~+30 -10~+50 10 12 15
47 X 0.100 1.76 235.0 1880.0 2350.0 -10~+10 -10~+30 —10~+50 10 12 15
47 T 0.100 2.07 235.0 1880.0 2350.0 -10~+10 -10~+30 -10~+50 10 12 15
68 Vv 0.100 1.45 340.0 2720.0 3400.0 —-10~+10 -10~+30 -10~+50 10 12 15
68 W 0.100 1.46 340.0 2720.0 3400.0 -10~+10 -10~+30 -10~+50 10 12 15
68 X 0.100 1.76 340.0 2720.0 3400.0 -10~+10 —-10~+30 -10~+50 10 12 15
68 T 0.100 2.07 340.0 2720.0 3400.0 -10~+10 -10~+30 -10~+50 10 12 15
75 W 0.100 1.46 375.0 3000.0 3750.0 —10~+10 —10~+30 —-10~+50 10 12 15
75 X 0.100 1.76 375.0 3000.0 3750.0 -10~+10 -10~+30 —-10~+50 10 12 15
85 W 0.100 1.46 425.0 3400.0 4250.0 —-10~+10 —-10~+30 -10~+50 10 12 15
85 X 0.100 1.76 425.0 3400.0 4250.0 -10~+10 -10~+30 -10~+50 10 12 15
100 W 0.100 1.46 500.0 4000.0 5000.0 -10~+10 -10~+30 -10~+50 10 12 15
100 X 0.100 1.76 500.0 4000.0 5000.0 -10~+10 -10~+30 -10~+50 10 12 15
100 T 0.100 2.07 500.0 4000.0 5000.0 -10~+10 -10~+30 -10~+50 10 12 15
100 S 0.100 1.96 500.0 4000.0 5000.0 -10~+10 -10~+30 -10~+50 10 12 15
150 X 0.100 1.76 750.0 6000.0 7500.0 -10~+10 -10~+30 -10~+50 10 12 15
150 T 0.100 2.07 750.0 6000.0 7500.0 -10~+10 -10~+30 -10~+50 10 12 15
150 Y 0.100 2.08 750.0 6000.0 7500.0 —-10~+10 —10~+30 -10~+50 10 12 15
220 X 0.100 1.76 1100.0 8800.0 11000.0 —10~+10 -10~+30 -10~+50 10 12 15
220 T 0.100 2.07 1100.0 8800.0 11000.0 —-10~+10 -10~+30 -10~+50 10 12 15
330 T 0.100 2.07 1650.0 13200.0 16500.0 =10~+10 -10~+30 —10~+50 10 12 15
BESRE (U, ) 63V / RatedVoltage ( Uy ) 63V
0.1 A 0.600 0.26 5.0 40.0 50.0 -10~+10 —=10~+30 —-10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

e RHGOE|  WEFmax (u A) BRBELTE%) | REAETIMax (%)
xE B JRtmax
C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factormax %
(KF) Rippl(eéu)rrent
Capaditance| s (o +25°C | +85C |+125°C | -55C | +85C | +125C +85°C +125°C
MEBE (U,) 63V Rated Voltage ( Uy ) 63V
0.1 B 0.600 0.40 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.1 C 0.500 0.48 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.15 A 0.600 0.26 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.15 B 0.600 0.40 5.0 40.0 50.0 -10~+10 -10~+30 —-10~+50 10 12 15
0.22 A 0.600 0.26 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.22 B 0.600 0.40 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.33 A 0.600 0.26 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.33 B 0.600 0.40 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.47 B 0.600 0.40 5.0 40.0 50.0 -10~+10 —10~+30 —10~+50 10 12 15
0.47 C 0.200 0.75 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.68 B 0.350 0.50 5.0 40.0 50.0 -10~+10 -10~+30 —-10~+50 10 12 15
0.68 C 0.200 0.75 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
1 C 0.200 0.75 6.3 50.4 63.0 -10~+10 -10~+30 —-10~+50 10 12 15
1 D 0.120 1.14 6.3 50.4 63.0 -10~+10 -10~+30 -10~+50 10 12 15
1.5 C 0.200 0.75 9.5 75.6 945 -10~+10 -10~+30 -10~+50 10 12 15
1.5 D 0.120 1.14 9.5 75.6 945 -10~+10 -10~+30 -10~+50 10 12 15
1.5 E 0.150 1.08 9.5 75.6 945 -10~+10 -10~+30 -10~+50 10 12 15
2.2 C 0.200 0.75 13.9 110.9 138.6 -10~+10 -10~+30 —-10~+50 10 12 15
2.2 D 0.120 1.14 13.9 110.9 138.6 -10~+10 -10~+30 -10~+50 10 12 15
2.2 E 0.150 1.08 13.9 110.9 138.6 -10~+10 -10~+30 -10~+50 10 12 15
3.3 C 0.200 0.75 20.8 166.3 207.9 -10~+10 -10~+30 -10~+50 10 12 15
3.3 D 0.120 1.14 20.8 166.3 207.9 -10~+10 —-10~+30 -10~+50 10 12 15
3.3 E 0.120 1.20 20.8 166.3 207.9 -10~+10 —-10~+30 —10~+50 10 12 15
4.7 D 0.120 1.14 29.6 236.9 296.1 -10~+10 -10~+30 -10~+50 10 12 15
4.7 E 0.120 1.20 29.6 236.9 296.1 -10~+10 -10~+30 -10~+50 10 12 15
4.7 \Y 0.120 1.32 29.6 236.9 296.1 -10~+10 -10~+30 -10~+50 10 12 15
6.8 D 0.120 1.14 42.8 342.7 428.4 -10~+10 -10~+30 -10~+50 10 12 15
6.8 E 0.120 1.20 42.8 342.7 428.4 -10~+10 -10~+30 -10~+50 10 12 15
6.8 \ 0.120 1.32 42.8 342.7 428.4 -10~+10 -10~+30 -10~+50 10 12 15
10 D 0.120 1.14 63.0 504.0 630.0 -10~+10 -10~+30 -10~+50 10 12 15
10 E 0.120 1.20 63.0 504.0 630.0 -10~+10 —10~+30 -10~+50 10 12 15
10 \Y% 0.120 1.32 63.0 504.0 630.0 -10~+10 -10~+30-10~+50 10 12 15
10 W 0.120 1.33 63.0 504.0 630.0 -10~+10 -10~+30 -10~+50 10 12 15
10 S 0.120 1.79 63.0 504.0 630.0 -10~+10 -10~+30 -10~+50 10 12 15
15 E 0.120 1.20 94.5 756.0 945.0 -10~+10 -10~+30 -10~+50 10 12 15
15 \ 0.120 1.32 94.5 756.0 945.0 -10~+10 -10~+30 -10~+50 10 12 15
15 W 0.120 1.33 94.5 756.0 945.0 -10~+10 -10~+30 -10~+50 10 12 15
18 E 0.120 1.20 113.4  907.2 1134.0 -10~+10 -10~+30 -10~+50 10 12 15
18 \Y 0.120 1.32 113.4 907.2 1134.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRIRER ZRBUR TMERmax (uA) ke A A IEVImax (%)
aE B jfimax
C 1 O?AFF)HZ Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %

( 28 F) Ripple Current
Nominal 10[82)'("2
CEE | case *) +25°C | +85C |+125C | -55°C | +85°C | +125°C +85°C +125°C

BESBE (Us) 63V / RatedVoltage( U; ) 63V

18 W 0.120 1.33 113.4 907.2 1134.0 —-10~+10 -10~+30 —10~+50 10 12 15
22 V 0.120 1.32 138.6 1108.8 1386.0 —-10~+10 —-10~+30 -10~+50 10 12 15
22 W 0.120 1.33 138.6 1108.8 1386.0 —10~+10 —10~+30 —10~+50 10 12 15
22 X 0.120 1.62 138.6 1108.8 1386.0 —10~+10 —=10~+30 -10~+50 10 12 15
22 T 0.120 1.89 138.6 1108.8 1386.0 —10~+10 —10~+30 -10~+50 10 12 15
33 W 0.120 1.33 207.9 1663.2 2079.0 -10~+10 —=10~+30 -10~+50 10 12 15
&8 X 0.120 1.62 207.9 1663.2 2079.0 —10~+10 —10~+30 —10~+50 10 12 15
33 T 0.120 1.89 207.9 1663.2 2079.0 -10~+10 =10~+30 -10~+50 10 12 15
47 V 0.120 1.32 296.1 2368.8 2961.0 —10~+10 —10~+30 —-10~+50 10 12 15
47 W 0.120 1.33 296.1 2368.8 2961.0 —10~+10 —10~+30 -10~+50 10 12 15
a7 X 0.120 1.62 296.1 2368.8 2961.0 —10~+10 —10~+30 -10~+50 10 12 15
47 G 0.120 1.64 296.1 2368.8 2961.0 —-10~+10 —10~+30 -10~+50 10 12 15
47 T 0.120 1.89 296.1 2368.8 2961.0 —10~+10 —10~+30 —10~+50 10 12 15
68 W 0.120 1.33 428.4  3427.2 4284.0 -10~+10 —=10~+30 -10~+50 10 12 15
68 X 0.090 1.86 428.4 3427.2 4284.0 -10~+10 -10~+30 -10~+50 10 12 15
68 T 0.120 1.89 428.4 3427.2 4284.0 -10~+10 -10~+30 —-10~+50 10 12 15
75 W 0.120 1.33 472.5 3780.0 4725.0 -10~+10 —10~+30 —-10~+50 10 12 15
85 X 0.100 1.76 535.5 4284.0 5355.0 —10~+10 —10~+30 —10~+50 10 12 15
100 X 0.100 1.76 630.0 5040.0 6300.0 -10~+10 —10~+30 -10~+50 10 12 15
100 T 0.120 1.89 630.0 5040.0 6300.0 —10~+10 =10~+30 -10~+50 10 12 15
100 Y 0.120 1.90 630.0 5040.0 6300.0 —10~+10 —=10~+30 —10~+50 10 12 15
150 X 0.100 1.76 945.0 7560.0 9450.0 —-10~+10 =10~+30 —-10~+50 10 12 15
150 T 0.100 2.07 945.0 7560.0 9450.0 —-10~+10 —10~+30 —-10~+50 10 12 15
150 Y 0.100 2.08 945.0 7560.0 9450.0 —10~+10 —10~+30 -10~+50 10 12 15
220 X 0.100 1.76 1386.0 11088.0 13860.0 —10~+10 —10~+30 -10~+50 10 12 15
220 Z 0.100 1.88 1386.0 11088.0 13860.0 —10~+10 —10~+30 —10~+50 10 12 15
220 Y 0.100 2.08 1386.0 11088.0 13860.0 —10~+10 —10~+30 —10~+50 10 12 15
HESRE (U,) 75V / RatedVoltage( U, ) 75V
0.1 B 0.700 0.37 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.1 C 0.600 0.44 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.15 B 0.700 0.37 5.0 40.0 50.0 -10~+10 -10~4+30 -10~+50 10 12 15
0.15 C 0.600 0.44 5.0 40.0 50.0 -10~+10 —10~+30-10~+50 10 12 15
0.22 B 0.700 0.37 5.0 40.0 50.0 -10~+10 -10~4+30 -10~+50 10 12 15
0.22 C 0.600 0.44 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.33 B 0.700 0.37 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.33 C 0.600 0.44 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.47 B 0.600 0.40 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.47 C 0.300 0.62 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.68 B 0.600 0.40 5.1 40.8 51.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRARE ZREOE|  BERmax (uA) BABTUEE%) | RERAETImax (%)
aE B JRtmax
C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factormax %

(KF) Rippl(eéu)rrent

CapsiEnce| - se (o +25°C | +85C |+125°C | -55C | +85C | +125C +85°C +125°C

BMEBE (U,) 75V Rated Voltage ( Uy ) 75V

0.68 C 0.300 0.62 5.1 40.8 51.0 -10~+10 -10~+30 -10~+50 10 12 15
1 C 0.250 0.67 7.5 60.0 75.0 -10~+10 -10~+30 -10~+50 10 12 15
1 D 0.120 1.14 7.5 60.0 75.0 -10~+10 -10~+30 -10~+50 10 12 15
1 E 0.150 1.08 7.5 60.0 75.0 -10~+10 -10~+30 -10~+50 10 12 15
1.5 G 0.250 0.67 11.3 90.0 112.5 -10~+10 -10~+30 -10~+50 10 12 15
1.5 D 0.120 1.14 1.3 90.0 112.5 -10~+10 -10~+30 -10~+50 10 12 15
1.5 E 0.150 1.08 11.3 90.0 112.5 -10~+10 -10~+30 -10~+50 10 12 15
2.2 C 0.250 0.67 16.5 132.0 165.0 -10~+10 —-10~+30 —10~+50 10 12 15
2.2 D 0.120 1.14 16.5 132.0 165.0 -10~+10 -10~+30 -10~+50 10 12 15
2.2 E 0.150 1.08 16.5 132.0 165.0 -10~+10 -10~+30 -10~+50 10 12 15
&8 D 0.120 1.14 24.8 198.0 247.5 -10~+10 -10~+30 -10~+50 10 12 15
3.3 E 0.120 1.20 24.8 198.0 2475 -10~+10 -10~+30 —-10~+50 10 12 15
3.3 \Y 0.150 1.19 24.8 198.0 247.5 -10~+10 -10~+30 —-10~+50 10 12 15
3.3 W 0.150 1.19 24.8 198.0 247.5 -10~+10 -10~+30 -10~+50 10 12 15
4.7 D 0.120 1.14 35.3 282.0 3525 -10~+10 -10~+30 -10~+50 10 12 15
4.7 E 0.120 1.20 35.3 282.0 3525 -10~+10 -10~+30 -10~+50 10 12 15
4.7 \Y 0.120 1.32 35.3 282.0 3525 -10~+10 -10~+30 -10~+50 10 12 15
4.7 W 0.150 1.19 35.3 282.0 352.5 -10~+10 -10~+30 -10~+50 10 12 15
6.8 D 0.120 1.14 51.0 408.0 510.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 E 0.120 1.20 51.0 408.0 510.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 Vv 0.120 1.32 51.0 408.0 510.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 W 0.150 1.19 51.0 408.0 510.0 -10~+10 -10~+30 -10~+50 10 12 15
10 E 0.120 1.20 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
10 \Y 0.120 1.32 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
10 W 0.120 1.33 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
10 S 0.150 1.60 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
10 T 0.120 1.89 75.0 600.0 750.0 -10~+10 -10~+30 -10~+50 10 12 15
15 E 0.120 1.20 1125 900.0 1125.0 -10~+10 —-10~+30 -10~+50 10 12 15
15 \ 0.120 1.32 1125 900.0 1125.0 -10~+10 —-10~+30 —10~+50 10 12 15
15 W 0.120 1.33 112.5 900.0 1125.0 -10~+10 —=10~+30 —10~+50 10 12 15
15 X 0.120 1.61 112.5 900.0 1125.0 —-10~+10 —10~+30 -10~+50 10 12 15
15 T 0.120 1.89 112.5 900.0 1125.0 -10~+10 -10~+30-10~+50 10 12 15
18 E 0.120 1.20 135.0 1080.0 1350.0 -10~+10 -10~+30 -10~+50 10 12 15
18 Vv 0.120 1.32 135.0 1080.0 1350.0 -10~+10 —10~+30 —10~+50 10 12 15
18 W 0.120 1.33 135.0 1080.0 1350.0 -10~+10 —-10~+30 —10~+50 10 12 15
18 S 0.150 1.60 135.0 1080.0 1350.0 -10~+10 -10~+30 —-10~+50 10 12 15
18 T 0.120 1.89 135.0 1080.0 1350.0 —-10~+10 —10~+30 —10~+50 10 12 15
22 \Y 0.200 1.02 165.0 1320.0 1650.0 —-10~+10 —10~+30 -10~+50 10 12 15
22 W 0.120 1.33 165.0 1320.0 1650.0 -10~+10 -10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRAREE MUK IR Rmax (u A) BAEEBLAEE(%) FE A IE Yimax (%)

aE B jmax

C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factor max %
- (A)

( B F) Ripple Current
& 10"8;);‘Z ..... ..
capstENe| e &) +25°C | +85°C [+125°C | -55°C | +85°C | +125°C +85°C |+125°C

HEBE (U,) 75V / RatedVoltage ( U,) 75V

22 X 0.120 1.61 165.0 1320.0 1650.0 —10~+10 —10~+30 —10~+50 10 12 15
22 T 0.120 1.89 165.0 1320.0 1650.0 -10~+10 -10~+30 -10~+50 10 12 15
33 W 0.120 1,88 247.5 1980.0 2475.0 -10~+10 —10~+30 -10~+50 10 12 15
33 X 0.120 1.61 247.5 1980.0 2475.0 -10~+10 —=10~+30 -10~+50 10 12 15
88 T 0.120 1.89 247.5 1980.0 2475.0 —10~+10 —10~+30 -10~+50 10 12 15
47 X 0.120 1.61 352.5 2820.0 3525.0 -10~+10 —-10~+30 —-10~+50 10 12 15
47 T 0.120 1.89 352.5 2820.0 3525.0 -10~+10 —10~+30 —10~+50 10 12 15
47 Y 0.120 1.90 352.5 2820.0 3525.0 -10~+10 —10~+30 -10~+50 10 12 15
68 T 0.120 1.89 510.0 4080.0 5100.0 —-10~+10 —10~+30 —-10~+50 10 12 15
68 Y 0.120 1.90 510.0 4080.0 5100.0 -10~+10 —10~+30 -10~+50 10 12 15
75 T 0.120 1.89 562.5 4500.0 5625.0 —10~+10 —10~+30 -10~+50 10 12 15
85 T 0.120 1.89 637.5 5100.0 6375.0 —=10~+10 —=10~+30 -10~+50 10 12 15
100 T 0.120 1.89 750.0 6000.0 7500.0 -10~+10 -10~+30 -10~+50 10 12 15
HESRE (U,) 100V / RatedVoltage (U, ) 100V
0.1 0.700 0.36 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.1 0.600 0.44 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.15 0.700 0.37 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.15 0.600 0.44 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.22 0.700 0.37 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.22 0.600 0.44 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.33 0.700 0.37 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.33 0.600 0.44 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.47 0.600 0.40 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15

0.47
0.68
0.68

0.300 0.62 5.0 40.0 50.0 -10~+10 -10~+30 -10~+50 10 12 15
0.300 0.62 6.8 54.4 68.0 -10~+10 -10~+30 -10~+50 10 12 15
0.150 1.02 6.8 54.4 68.0 -10~+10 -10~+30 —-10~+50 10 12 15
0.300 0.62 10.0 80.0 100.0 -10~+10 -10~+30 -10~+50 10 12 15
0.150 1.02 10.0 80.0 100.0 -10~+10 -10~+30 -10~+50 10 12 15

1 0.150 .07 10.0 80.0 100.0 -10~+10 -10~+30 -10~+50 10 12 15
1.5 0.150 .02 15.0 120.0 150.0 -10~+10 -10~+30 -10~+50 10 12 15
1.5 0.150 .07 15.0 120.0 150.0 -10~+10 -10~+30 -10~+50 10 12 15
2.2 0.150 .07 22.0 176.0 220.0 -10~+10 -10~+30-10~+50 10 12 15
2.2 0.150 .18 22.0 176.0 220.0 -10~+10 —10~+30 —-10~+50 10 12 15

3.3
3.3
4.7
4.7
6.8
6.8

0.150 .19 33.0 264.0 330.0 -10~+10 -10~+30 -10~+50 10 12 15
0.150 .18 47.0 376.0 470.0 -10~+10 -10~+30 —-10~+50 10 12 15
0.150 19 47.0 376.0 470.0 -10~+10 —-10~+30 -10~+50 10 12 15
0.150 .18 68.0 544.0 680.0 -10~+10 —=10~+30 —-10~+50 10 12 15
0.150 19 68.0 544.0 680.0 -10~+10 -10~+30 -10~+50 10 12 15

S <==I<SSI< < MMUMUOUOUOOmOmOWWOWOH W

"
’
y
’
"
0.150  1.18  33.0 264.0 330.0 -10~+10 -10-+30 —-10~+50 10 12 15
1
1
1
1
1
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRARER RELUE|  WEBFmax (uA) BRBEAEE(%) | REHEmax (%)
xE B JRtmax
C 100KHz Leakage Current max ( Capacitance Variation Range % Dissipation Factormax %
(KF) Rippl(eéu)rrent
Capaditance| s (o +25°C | +85C |+125°C | -55C | +85C | +125C +85°C +125°C
MEBE (U,) 100V Rated Voltage (U, ) 100V
6.8 S 0.150 1.60 68.0 544.0 680.0 -10~+10 -10~+30 -10~+50 10 12 15
10 W 0.250 0.92 100.0 800.0 1000.0 -10~+10 =10~+30 -10~+50 10 12 15
10 S 0.250 1.24 100.0 800.0 1000.0 -10~+10 —10~+30 -10~+50 10 12 15
10 T 0.250 1.31 100.0 800.0 1000.0 -10~+10 -=10~+30 -10~+50 10 12 15
15 X 0.150 1.44 150.0 1200.0 1500.0 -10~+10 -10~+30 -10~+50 10 12 15
15 S 0.150 1.60 150.0 1200.0 1500.0 -10~+10 —10~+30 —10~+50 10 12 15
15 T 0.150 1.69 150.0 1200.0 1500.0 -10~+10 —10~+30 —10~+50 10 12 15
18 T 0.150 1.69 180.0 1440.0 1800.0 -10~+10 —10~+30 -10~+50 10 12 15
22 X 0.150 1.44 220.0 1760.0 2200.0 -10~+10 —=10~+30 —10~+50 10 12 15
22 T 0.150 1.69 220.0 1760.0 2200.0 -10~+10 -10~+30 -10~+50 10 12 15
22 Y 0.150 1.70 220.0 1760.0 2200.0 -10~+10 —=10~+30 -10~+50 10 12 15
33 T 0.150 1.69 330.0 2640.0 3300.0 -10~+10 —=10~+30 -10~+50 10 12 15
33 Y 0.150 1.70 330.0 2640.0 3300.0 —-10~+10 —10~+30 -10~+50 10 12 15
47 T 0.150 1.69 470.0 3760.0 4700.0 —-10~+10 —10~+30 -10~+50 10 12 15
47 Y 0.150 1.70 470.0 3760.0 4700.0 —-10~+10 —10~+30 -10~+50 10 12 15
68 T 0.150 1.69 680.0 5440.0 6800.0 —10~+10 —10~+30 -10~+50 10 12 15
68 Y 0.150 1.70 680.0 5440.0 6800.0 -10~+10 -10~+30 -10~+50 10 12 15
75 T 0.150 1.69 750.0 6000.0 7500.0 -10~+10 -10~+30 -10~+50 10 12 15
85 T 0.150 1.69 850.0 6800.0 8500.0 —10~+10 —=10~+30 —-10~+50 10 12 15
100 T 0.150 1.69 1000.0 8000.0 10000.0 —10~+10 —10~+30 —10~+50 10 12 15
HEBE (Uy) 125V /  RatedVoltage (U,) 125V
3.3 D 0.150 1.02 41.3 330.0 412.5 -10~+10 -10~+30 -10~+50 10 12 15
4.7 D 0.150 1.02 58.8 470.0 587.5 -10~+10 -10~+30 -10~+50 10 12 15
4.7 E 0.150 1.07 58.8  470.0 587.5 -10~+10 -10~+30 -10~+50 10 12 15
6.8 E 0.150 1.07 85.0 680.0 850.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 \Y 0.150 1.18 85.0 680.0 850.0 -10~+10 -10~+30 -10~+50 10 12 15
6.8 W 0.150 1.19 85.0 680.0 850.0 -10~+10 -10~+30 -10~+50 10 12 15
10 E 0.250 0.83 1256.0 1000.0 1250.0 -10~+10 —10~+30 —10~+50 10 12 15
10 \ 0.250 0.92 125.0 1000.0 1250.0 -10~+10 —10~+30 —10~+50 10 12 15
10 W 0.250 0.93 125.0 1000.0 1250.0 -10~+10 —10~+30 —10~+50 10 12 15
15 W 0.250 0.93 187.5 1500.0 1875.0 -10~+10 —10~+30 -10~+50 10 12 15
15 X 0.250 1.12 187.5 1500.0 1875.0 -10~+10 -10~+30-10~+50 10 12 15
18 W 0.250 0.93 225.0 1800.0 2250.0 -10~+10 —=10~+30 -10~+50 10 12 15
18 X 0.250 1.12 225.0 1800.0 2250.0 —-10~+10 —10~+30 -10~+50 10 12 15
22 W 0.300 0.85 275.0 2200.0 2750.0 —-10~+10 —10~+30 -10~+50 10 12 15
22 X 0.250 1.12 275.0 2200.0 2750.0 —10~+10 —10~+30 -10~+50 10 12 15
22 T 0.200 1.47 275.0 2200.0 2750.0 —-10~+10 —10~+30 -10~+50 10 12 15
33 T 0.200 1.47 412.5 3300.0 4125.0 -10~+10 -10~+30 -10~+50 10 12 15
33 Y 0.200 1.48 412.5 3300.0 4125.0 -10~+10 —-10~+30 -10~+50 10 12 15
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Table 2: Rated Voltage, Ripple Current, Nominal Capacitance, ESR, Case Codes, and Temperature Characteristics. Notice: Rated Voltage VDC at 85°C

FRAREE ZMBUK I Rmax (p A) BAETHEE(%) FE A IE YImax (%)
aE B iimax
CF( 1O?AK)HZ Leakage Current max ((u A) Capacitance Variation Range % Dissipation Factormax %
(KF) Ripple Current
5 10%2?” ... _ 5 50C ..
SRS A) +25°C | +85°C |+125°C | -55°C | +85C | +125C +85°C |+125°C
MELE (U,) 125V Rated Voltage (U;) 125V
47 T 0.300 1.20 587.5 4700.0 5875.0 -10~+10 -10~+30 -10~+50 10 12 15
47 Y 0.300 1.21 587.5 4700.0 5875.0 -10~+10 -10~+30 -10~+50 10 12 15
68 T 0.200 1.47 850.0 6800.0 8500.0 -10~+10 -10~+30 -10~+50 10 12 15
68 Y 0.200 1.48 850.0 6800.0 8500.0 -10~+10 -10~+30 -10~+50 10 12 15
75 Y 0.200 1.48 937.5 7500.0 9375.0 -10~+10 -10~+30 -10~+50 10 12 15
85 Y 0.200 1.48 1062.5 8500.0 10625.0 -10~+10 -10~+30 -10~+50 10 12 15
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@ Derated Design guide line:

3.1. Derating Recommendations
3.1.1:

The failure rate of tantalum capacitors is for the DC rating (85°C, rated voltage), and varies with usage conditions (ambient temperature,
applied voltage, circuit resistance, etc.). In actual circuits, there are often voltage or current peak impulses and ripple currents, or other

unexpected electrical impulses, so derating design is necessary in actual use. Only in this way can the safety and reliability of the circuit be

3.1.2: Rated voltage and derated voltage
The rated voltage (Ur) of tantalum capacitors refers to the maximum DC voltage allowed to be applied to the capacitor at a rated tempera-
ture of 85°C. If it is used beyond the rated voltage, the dielectric strength of the dielectric oxide film Ta.0. will be exceeded, which will lead

to deterioration of the capacitor performance, and even dielectric breakdown and failure in severe cases.

The environment in which the actual circuit is used is very complex, so in the circuit design, derating design is generally adopted. Accord-
ing to the GJB/Z35 "Component Derating standard", the derating levels of tantalum capacitors are divided into I, Il, and Ill., Class | derating
is derated by 50% of the benchmark DC working voltage, class Il derating is derated by 60% of the benchmark DC working voltage, and

class Il derating is derated by 70% of the benchmark DC working voltage.

When the ambient temperature is not more than 85°C, the derated reference DC working voltage is the rated voltage (Ur); when the
ambient temperature is more than 85°C, the derated reference DC working voltage is the derated voltage specified in this manual for each
model (Ur). Uc). In the derating design, non-solid electrolyte tantalum capacitors and conductive polymer electrolyte tantalum capacitors
should be derated at least according to level Ill. When these two types of tantalum capacitors are used in circuits or filter circuits with high
reliability requirements, it is recommended that they should be at least level Il Derating; solid electrolyte (manganese dioxide) tantalum
capacitors are derated at a minimum of 65% of the reference DC working voltage. When this type of tantalum capacitors are used in

circuits or filter circuits with high reliability requirements, it is recommended to derate at least according to class I.

Under the conditions allowed by the design, the derating range should be increased as much as possible. For tantalum capacitors, the

larger the derating range, the higher the reliability.

3.2. Reverse voltage

3.2.1:

The dielectric oxide film of tantalum capacitors has unidirectional conductivity and rectifying characteristics. When a reverse voltage is
applied, a relatively large current will flow through, which tends to cause potential quality hazards, and in severe cases, may even lead to
reverse breakdown and failure of the capacitor. Therefore, the reverse voltage must be strictly controlled during use. The reverse voltage
resistance of various types of capacitors is shown in Table 2 below:

3.2.2:

In principle, it's forbidden to use the resistance range of multimeter to perform non-polarity testing on circuits containing tantalum capacitors or the
capacitors themselves (reverse voltage can be easily applied). It should be able to withstand reverse testing of the 1.5V power supply of the
multimeter if the circuit uses tantalum capacitors with voltage of 35V or above (including 35V), but 9V power supply should be absolutely not
allowed.

3.2.3:

In the process of measurement and use, if the tantalum capacitor is accidentally applied to the reverse voltage exceeding the specified
value. Even if its electrical parameters are still qualified, the capacitor should be scrapped.

Because the quality hidden danger caused by the reverse voltage of the capacitor has a certain latency period, it may not be manifested at

that time.
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Table 1 Recommended voltage for various types of products

Non-Solid Electrolyte Tantalum HCAK38,HCAK39, 65%U 42%U
Capacitors (Tantalum Case) HCAK39H,HTHC1 etc. VR OR
GJB733
Non-solid Electrolyte Tantalum
Capacitors (Silver Case) HCAK35,HCAKS6 etc. 65%Uy 42%Ug
MnO. Solid Electrolyte Tantalum 50%-60%)U 40% U
Capacitors (Metal Case) HCAKHCAK- 1 etc. (50%-60%)U, ° R
GJB63
Polymer Solid Electrolyte Tantalum o, ARo o
Capacitors (Metal Case) HCAKB6 etc. (50%-60%)U, 40% U,
MnO. Chip Type Solid Electrolytic
Tantalum Capacitor :gﬁﬁig?ﬁfﬂ'ﬂw ‘ 50%U, 33%U,
(Molded Plastic Package) : ete.
GJB2283
Chip Polymer Solid Electrolyte
Tantalum Capacitor HCAKS55,HCAKS5H ete. 50%U, 33% U,
(Molded Plastic Package)
MnO. Solid Electrolyte Tantalum HCAK44 HCAK41 etc 0 o
GJB5437 ) : 50%U 33% U
Capacitors (Molded Plastic) TR ° VR

3.3. Influence factors of failure rate
3.3.1:

The lower the voltage across the actually added tantalum capacitor is lower than the rated voltage, the lower the failure rate of the tantalum

capacitor. The failure rate of tantalum capacitors is evaluated under the maximum allowable load conditions at the rated voltage of 85°C.

3.3.2:
Another factor that affects the failure is the series resistance connected to the outer circuit of the capacitor. The greater the resistance in

series with the capacitor in the outer circuit circuit, the lower the failure rate.

Failure rate grade: 2.0%/1000h is expressed as L; 1.0%/1000h is expressed as M; 0.1%/1000h is expressed as P; 0.01%/1000h is
expressed as R, 0.001%/1000h is expressed as S.
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Table 2 Reverse voltage resistance of various types of products

Executive : :
Standard Product Type Series Withstand reverse voltage
All tantalum capacitors | HCAK38, HCAK39, Resistant to 3V It
with tantalum case HCAKSST etc. esistant to oV reverse voltage
Non-Solid Electrolyte .
GJB733 ; Hybrid Tantalum HTHC1, HTHC2, HTHC1W, Not resistant to reverse voltage
Tantalum Capacitors Capacitors HCAK36S1, HCAK36S1W etc. 9
- HCAK35, HCAK35X, Not resistant to reverse voltage
Silver case HCAK86, HCAKS1 etc.
Generally, reverse voltage is not allowed,
let alone used in pure AC circuits. If it is
unavoidable, it is allowed to apply a
reverse voltage not greater than the
following in a short period of time, and its
value is:
below 25°C: <10%U, or 1V
(whichever is smaller);
: . HCAK, HCAK-1, HCAK-8, below 85°C: < 5%U 0.5V
Solid Electrolyte Tantalum Capacitors elow : oUg oru.
HGCA, HGCA411C etc. (whichever is smaller);
below 125°C: <1% U, or 0.1V
(whichever is smaller).

GJB63 Note: If the capacitor needs to work in a
circuit with reverse voltage for a long time,
please use a bipolar tantalum capacitor,
but it can only be used in a DC or
pulsating circuit with a low frequency of
polarity change.

Polymer Solid Electrolyte Tantalum Capacitors HCAKG6 etc. Not resistant to reverse voltage

GJB5437 Solid Electrolyte Tantalum Capacitors HCAK44, HCAK41 etc. Not resistant to reverse voltage

Chip Tantalum Solid Electrolyte Tantalum Capacitors HCAK45, HCAK45L, HCAK4S5U, Not resistant to reverse voltage
HCAK45M etc.
GJB2283
Chip Polymer Solid Electrolyte Tantalum Capacitors | HCAK55, HCAK55H etc. Not resistant to reverse voltage
3.4 Ripple Current

3.4.1 The sum of the DC bias and the peak value of the AC partial voltage must not exceed the rated voltage of the capacitor.

3.4.2 The sum of the AC negative peak value and the DC bias must not exceed the allowable reverse voltage of the capacitor.

3.4.3 When ripple current passes through the tantalum capacitor, it produces active power loss, which in turn increases the probability of
thermal breakdown failure caused by the capacitor's own temperature rise. Therefore, it is necessary to limit the ripple current through the
capacitor or the allowable power loss of the capacitor. The relationship between the power loss (Pst) and the ripple current (Irms) is
expressed by the following formula: Pst=V_xlst+°msxR=1’msxRs

Where: V_: DC bias (V); Ist : Leakage current (uA); Rs: Equivalent series resistance (Q); Ims: Ripple current (mA).

It can be seen from the above formula that the power loss increases when Rs or Ims increases. Therefore, it is necessary to control the power
loss of tantalum capacitors in high-frequency circuits.

3.4.3.1 The allowable power loss of various solid electrolyte tantalum capacitors according to the heat dissipation efficiency of the case size is
shown in Table 3.
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Table 3 Allowable Power Loss and Temperature Class Coefficient of Solid Electrolyte Tantalum Capacitors

Allowable Power Loss Temperature Class Coefficient Allowable Power Loss Temperature Class Coefficient

Product Structure

Hermetically
Sealed Solid
Tantalum
Capacitors

Case

OO0 w>

Power loss (W)

0.09
0.10
0.125
0.18

OO WN—=O

ccooo00
N4 a 00

O~NN = O OO
[

Temperature (°C) | Class Coefficient

1.0
0.9
0.4

Product Structure

Molded Chip
Solid Tantalum
Capacitors

Case

<—AONOX=S<TMOUIrOW>

Power loss (W)

0.080
0.098
0.114
0.118
0.130
0.157
0.172
0.147
0.212
0.215
0.314
0.321
0.355
0.383
0.429
0.433

Temperature (°C) | Class Coefficient

1.0
0.6
0.4

Note:

1) The allowable power loss of the capacitor is specified under the condition that the whole machine can normally dissipate heat naturally.
When the whole machine is sealed with components, appropriate adjustments should be made due to the reduced heat dissipation conditions.
2) The allowable power loss of similar capacitors can be taken with reference to the case size corresponding to the same surface area.

3.4.3.2 The maximum effective value of ripple current allowed for various non-solid capacitors according to the case

size (85°C, 40kHz, 0.66UR) is shown in Tables 4 and 5. The ripple current coefficient values under different operating voltages,

frequencies and temperature conditions are shown in Table 4.

Table 4 Maximum Ripple Current (Effective Value) of HCAK31, HCAK81, HCAK38, HCAK39, HCAK39 Capacitors

HCAK31, HCAK81 HCAK38 HCAK39 HCAK39

Case I (mA)

T1 50 415 700 1400

T2 200 755 1200 2200

T3 500 1130 1500 2700

T4 600 1800 1900 3400

Table 5 Maximum ripple current (Effective Value) of non-solid electrolytic capacitors
Case 0 1 2 3 4 5 6 7 8

I rms(mA) 40 50 105 280 380 500 600 750 850

Note: Specification is subject to change without further notice. For more details and updates, please visit our website.

No RoHS Compliant
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